New Version VIPROMS

Modern/Stateftheart User Interface

. Office 2007 Style Interface (Tabs & Ribbons)

. Tree View of Procedures (like Windows Explorer)

. Expand/Contract Sections/Steps

. Better utilization of the entire screen

More Capable

- Fully Integrated with MS Word for Accessory Pages

. Generalized and expanded Annotation replaces Comment Field
. Better integration with background and deviation documents




New Version VIPROMS

More Flexible

. Folder®Totally flexible

- Font®Windows fonts

- Edit Multiple Procedures concurrently (tabs-scraatt)
- Properties available at all levels

Simpler
. Consistent configuration information

. Single user interface
. Multruser access

. Better integration pfiffile creation for printing and document control

Latest & greatest technology!
- Visual Studio dot.net platform
- SQL SERVER 2005 Database
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ACTUATED ]
o Train A ESF status monitoring
red 81 status lights - LIT
o Train B ESF status monitoring

red I status lights - LIT |
o Train C ESF status monitoring |[SelNRENLANEE{d35-10]:05)
red 31 status lights - LIT

5 PSIG Adverse containment conditions
6.5 PSIG  Containment pressure for resetting spray sign J
——————————————————————————————— page br 9.5 psig Containment high-3 pressure setpoint

HNOTE ADDENDUM 5, WERIFICATION OF 3T 9.5 psig
required to be completed befor 56.5 psig Containment design pressure
Frocedures are implemented. &
ESF systems are functional.

5 VERIFY Proper SI Equipment Operatio ‘| | _4
Per ADDENDUM 5, VERIFICATION OF 51
EQUIPMENT OEPERATION

6 MONITOR If Containment Spray Is ols | e | il |

Required:
&. Containment-:pressure--:GREATER a. PERFORM the following:
THAN-9.5 PEIG- (QDPS) 1} CHECEK Containment pressure -
HARS EXCEEDED 9.5 P3IG (CP-018)
o "PEESS PR-0934"
OR
o "EXTD RNG PRESS FR-9759"
2} IF containment pressure HAS
EXCEEDED 9.5 PEIG, THEN GO TO
Step 6.b.
3} IF containment pressure HAS
REMAINED LESS THAN 9.5 PEIG,
THEN GO TC Step 7.
b. VERIFY containment spray - b. Manually INITIATE containment
INITIATED spray.
——————————————————————————————— page break -----—-——7---——-"-"-"--"-"-"-""-"-"-"-"-""-"-"-"-————
c. WERIFY containment isoclation c. Manually CLOSE walve(s) .

Phase B valves - CLOSED
o "INL OCIV MOWV-0318"
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REDIAGNOSIS
COVER

FURFOSE, SYMFTOMS OR ENTRY CONDITIONS, ADVERSE
CONTAINMENT CONDITIONS

PROCEDURE STEFPS
MNOTE This procedurs should only be used if S1isin service or is reguired.
MOTE Foldout CIP page should be open.
CHECK If Any SG Secondary Pressure Boundary

Intact:
5 a. or CHECK pressures in SGs - ANY SG PERFORM the following:
g PRESSURE CONTROLLED or RISING 1 IF main steamlines NOT isolated. THEN GO
TO OPOPOS-EC-EQ20, FAULTED STEAM

GEMNERATOR ISOLATION, Step 1.

21 IF main steamlines isolated, THEN GO TO
OPOPOS-EC-ECZ1, UNCONTROLLED
DEFPRESSURIZATION OF AL STEAM
GENERATORS, Step 1.

CHECK If All SGs Secondary Pressure Boundary
Intact:

CHECK If SG Tubes Are Ruptured:

CHECK If One Of The Following Procedures Is In
Effect:
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Gdrive
& Share... STPNOC - South Texas
Emergency Procedures

PROCEDURE STEPS
NOTE This procedurs should only be used if S1isin service or is reguired.
MOTE Foldout CIP page should be open.
CHECK If Any SG Secondary Pressure Boundary
Intact:
§ a.  or CHECK pressures in SGs - ANY SG PERFORM the following: %
8 PRESSURE CONTROLLED or RISING 1) IF main steamlines NOT isolated, THEN GO £
= TO 0POPOS-EC-EO20, FAULTED STEAM =
GENERATOR ISOLATION, Step 1.
21 IF main steamlines isolated, THEN GO TO
OPOPOS-EC-ECZ1, UNCONTROLLED
DEFPRESSURIZATION OF ALL STEAM
GENERATORS, Step 1.
@ CHECK If All 5Gs Secondary Pressure Boundary
Intact:
() CHECK If SG Tubes Are Ruptured:
(*) CHECK If One Of The Following Procedures Is In
Effect:
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REDIAGNOSIS

COVER
PURPOSE, SYMPTOMS OR ENTRY CONDITIONS, ADVERSE
CONTAINMENT CONDITIONS
PROCEDURE STEPS

MOTE This procedurs should only be used if S1is in service or is reguired.

MOTE Foldout CIP page should be open.

CHECK If Any SG Secondary Pressure Boundary

Intact:

a. or CHECK pressures in SGs - ANY SG
PRESSURE CONTROLLED or RISING

PERFORM the following:

Intact:

®0 O

Effect:

CONDITIONAL INFORMATION PAGE

CHECK If All SGs Secondary Pressure Boundary

CHECK If SG Tubes Are Ruptured:
CHECK If One Of The Following Procedures Is In

13 IF main steamlines NOT isolated, THEN GO
TOOPOPOS-EC-EO20, FAULTED STEAM
GENERATOR ISOLATION, Step 1.

27 IF main steamlines isolated, THEN GO TO
OPOPOS-EO-ECZ1, UNCONTROLLED
DEFRESSURIZATION OF ALL STEAM
GENERATORS, Step 1.
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LUVER
PURPOSE, SYMPTOMS OR ENTRY CONDITIONS
FROCEDURE STEPS

TRY To Start An RCP:

BORATE RCS To Cold Shutdown Boron
Concentration:

VERIFY Cold Shutdown RCS Boron
Concentration By Sampling:

a.  MOTIFY Chemistry to sample RCS for boron
concentration

b, RCS boron concentration - GREATER THAMN OR
EQUAL TO SHUTDOWMN MARGIN PER PLANT
CURVE BOOK, FIGURE 5.5, 658°F CURVE

CHECK VCT Makeup Control System:

CHECK Charging Pump Suction - ALIGNED TO
VCT

VERIFY CRDM Vent Fans - ALL THREE RUNNING
VERIFY the following:

MONITOR all intact SG WR levels GREATER
THAN - 13% [37% 3
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CONTAINMEMNT CONDITIONS
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CHECK If All 5Gs Secondary Pressure Boundary
Intact:

CHECK If SG Tubes Are Ruptured:

CHECK If One Of The Following Procedures Is In
Effect:
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NOTE This procedurs should only be used if S1isin service oris re
MOTE Foldout CIP page should be open.
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